INDUSTRIAL LIGHTING
VAPOUR PROOF AND HAZARDOUS AREA FLUORESCENT |]

C2 LASCON

ENERGY
230V \Iy J=_ IP65 wwenotl -, |ECG| |EMG| |DIM SAVING

OPTION oFTioN LUMINAIRE

A range of totally enclosed, high protection
luminaires offering features such as moisture
and dust proof, as well as mechanical stability
for areas where they are exposed to special
environmental conditions

s

C2-258-ELB

\
e One piece captive double action snaplock
polycarbonate clips securing the diffuser are
standard. Stainless steel clips can be provided
upon request

e A urethane gasket is provided between body
and diffuser for dust and moisture-proof seal

e High purity aluminium reflector, stainless steel
suspension brackets and quick installation
IP65 grommet are available upon request

e White painted metal control gear tray, easily
removed by two integral snap lock devices
and is hinge-able

BODY - Grey compression moulded glass
reinforced polyester (GRP) with 20mm entry
knockouts

DIFFUSER - One-piece injected polycarbonate
diffuser. Linear control prisms are moulded on the
inside

LAMP HOLDERS - Bi-pin, rota-lock lamp
holders

94 voltex
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T8 — 26mm

C2-118-ELB 1x18W | 665mm 134mm 98mm 400mm 2,0
C2-218-ELB 2x18W | 665mm 134mm 98mm 400mm 2,0
C2-136-ELB 1x36W | 1275mm | 134mm 98mm 800mm 2,7
C2-236-ELB 2x36W | 1275mm 134mm 98mm 800mm 2,7
C2-158-ELB 1x58W | 1575mm 134mm 98mm 1100mm 3,5
C2-258-ELB 2x58W | 1575mm | 134mm 98mm 1100mm 3,5
T5 LAMPS AVAILABLE ON REQUEST

NOTE: The luminaire body should not be perforated nor should armoured cable be used to connect the luminaire.

OPTIONAL COMPONENTS (UPON REQUEST)

ACCESSORIES
I “ eez @ TS Q) ? .
- S o} A L 7 | o=
STAINLESS  IP68 CABLE  EYE BOLTS EMERGENCY  STAINLESS  STAINLESS QuicK ALUMINIUM
STEEL GLANDS MODULE STEEL STEEL  INSTALLATION REFLECTORS
CLIPS BRACKET SUSP. GROMMET
BRACKET

Colour gives a new atmosphere, a meaning and new possibilities in applications such as indicating the level in
car parking garages, industrial sites and bringing fun atmosphere in a nursery school.

~ ) \ — F= TR
STANDARD WHITE TRANSPARENT LAGOON RIO MINT HONEY YELLOW
GREY
voltex 95
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INDUSTRIAL LIGHTING
VAPOUR PROOF AND HAZARDOUS AREA FLUORESCENT ]
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C2
PHOTOMETRIC DATA

¢ ’\
v CORRECTION FACTORS
18 W: 0.95 36W: 1.00 58W:0.95
Zone 0-60 60-90 Down Up Total
%of | 395 18.0 57.6 8.6 66.1
lamp
Reflection Factors Coefficients of utilization for a ratio of S/Hm -1.50
Floor | Ceiling | Walls 0.60 0.80 1.00 1.25 1.50 2.00 2.50 3.00 4.00 5.00
0.5 0.34 038 042 045 049 052 055 058  0.59
0.7 03 0.29 033 038 041 0.46 049 052 055 057
0.1 0.25 030 034 037 042 046 049 052 055
01 0.5 0.32 0.36 0.40 0.43 0.47 0.50 0.52 0.54 0.56
g 05 0.3 0.28 032 036 039 043 047 049 052 054
0.1 0.24 029 033 036 040 044 047 0.50 052
03 0.5 0.30 034 038 040 044 047 049 051 054
0.3 0.27 031 034 037 041 044 047 049 052
0.1 0.24 028 031 034 038 042 045 048 050
BZ Clasification 6 6 6 6 6 6 6 6 6
150° 180° 150°
CO C9 C180
0° | 183 | 183 | 183
10° | 180 | 180 | 180
20° | 169 | 170 | 169
120° 120° | 30° | 160 | 154 | 160
40° | 153 | 131 | 153
50° | 144 | 98 | 144
60° | 129 | 58 | 129
70° [ 112 | 29 | 112
80° [ 93 9 93
\ ’ 90° | 75 | 2 75
90° 90° 100°| 52 2 52
110°| 31 2 31
Y 120°| 15 1 15
I\ 40 A 130°( 7 1 7
140°| 4 | 1 4
80 150°( 2 1 2
160°( 1 0 1
60° 120 60° [170°| 1 | o | 1
& o 180°( o 0 0
cd /1000 Im
160
30° 0° 30°
— C0/C180 «d/10000m T C90/C270
96 voltex
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